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GX12 Connector

Material and Specifications

Coupling

Threaded Coupling Termination Solder
Shell Material Zine Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C

Contact Material Copper (Silver plated/Gold) Cable Diameter < 05.0mm

Protection Degree P55
Core Number 2 Core 3 Core 4 Core 5 Core 6 Core
a0 i ‘o] @) Cole “ole o o
cmm‘ -+ ’.. ) - -—— - — '.._ i-.-'.:_. - . . -+ + _... . .
Arrangement ¢ SZJEE °
Contact Diameter, |
e ®12%2 ®1.2%3 @ 1.2% ® 1.2%5 @ 1226
Rated Current(A) 5 5 5 5 . 5
Working Voltage
(AC,V,RMS) 250 250 250 250 250
Order P/N GX 12 5 P
Note:
Senes 4——|_
A: Straight Plug
Shell Size Diameter 12 €————— B: Panel Mount Socket
) K: Docking Cable Plug
Straight Plug - D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7 -

P:Pin S: Socket -

F: Bulkhead
H: 4 Hole Square Flange

For Technical Details and Sales visit

www.probots.co.in or Call Ph: 8618050706 1



GX12 Bulkhead Socket
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Material and Specifications

Coupling Threaded Coupling Termination Solder
Shell Material Zinc Alloy with Nickel plated ' Mating Cycle 500 Times
Insert Material Bakelite . Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) Cable Diameter < @5 Omm
Protection Degree P55
Core Number 2 Core 3 Core 4 Core 5 Core 6 Core
Contact (50 I Y EO foole) Eoye os) Ko
Arrangement X 7 @ L2 . o e e
C“"ﬁﬂnnb;rm"cm" ®12%2 ®1.2#3 @ 1.2% @ 12%5 @ 1.2%
Rated Current(A) 5 5 5 5 5
Working Voltage
(AC,V.RMS) 250 250 250 250 250
Order P/N GX 12 A 5 P

Note:
Series 1—-|_
A Straight Plug
Shell Size Diameter:12

B: Panel Mount Socket

) K: Docking Cable Plug
Straight Plug - D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7 F: Bulkhead
H: 4 Hole Square Flange
P:Pin S: Socket -

For Technical Details and Sales visit 5
www.probots.co.in or Call Ph: 8618050706



GX12 Docking Cable Connector
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Material and Specifications
Coupling Threaded Coupling Termination Solder
Shell Material Zinc Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) Cable Diameter < M5 (imm
Protection Degree PS5
Core Number 2 Core 3 Core 4 Core 5 Core 6 Core
Contact { oo - = 4 e l.'.. sle )\ { .;.. A $ ... ..
Arrangement \ ; ® _ole ) ol 9) e o
C”":fuﬁzmm‘ ®12% @ 1.2%3 @ 1.2% @ 12%5 @ 1.2%
Rated Current(A) 5 5 5 5 5
Working Voltage
(AC,V,RMS) 250 250 250 250 250
Order P/N GX 12 A 5 P
Note:
Sernes J
A: Straight Plug
Shell Size Dhameter:12 B: Panel Mount Socket
" K: Docking Cable Plug
Straight Plug - D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7 & F: Bulkhead
H: 4 Hole Square Flange
P:Pin S: Socket -

For Technical Details and Sales visit
www.probots.co.in or Call Ph: 8618050706 3



GX12 Square Flange Connector
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Material and Specifications

Coupling Threaded Coupling Termination Solder
Shell Material Zinc Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Capper (Silver plated/Gold) Cable Diameter < @5 0mm
Protection Degree P55
Corc Number 2 Core 3 Core 4 Core 5 Core 6 Core
Contact .. e I. .f = ; ..._ .... .... -
Arrangement : : & . ' ' - \ ® .' .. .
Contact Diameter, |
Miusbar @ 1.2%2 @ 1.2*%3 @ 1.2%4 ® 1.2%5 @ 1.2%6
Rated Current(A) 5 5 5 5 | 5
Working Voltage
(AC.V.RMS) 250 250 250 250 250
Order P/N GX 12 A 5 P

Shell Size Diameter:12 -

Number of Contact:2/3/4/5/6/7 -

P:Pin S: Socket -

Straight Plug -

Sr:m:ﬁd—]

A: Straight Plug

B: Panel Mount Socket
K: Docking Cable Plug
D: Angled Plug

E: 3 Hole Circular Flange
F: Bulkhead

H: 4 Hole Square Flange

For Technical Details and Sales visit
www. probots.co.in or Call Ph: 8618050706



GX16 Connector
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Material and Specifications

Coupling Threaded Coupling Termination Solder
Shell Material Zinc Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) Cable Diameter D7 Smm- < OF Smm
Protection Degree IP55
Core Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Core 8 Core
= T s T 1o fole> Jele
Contact NS i - ... i oS :.ﬁ.'.. ".".'.'..."" e e EERs
Arrangement ] e \® L P T b e e 0,0
Contact The ; . . . . ‘ .
Diinsstes Nondbes $2.5'2 $2.5°3 $2.5%4 $2.5°5 $2.5'6 $2.5'7 $2.58
Rated Current(A) 7 7 5 5 4 4 4
Working Voltage
(AC,V.RMS) 250 250 250 250 250 250 250
Order P/N GX 16 A 5 P
Note:
Sernes J
A: Straight Plug
Shell Size Diameter:16 < B: Panel Mount Socket
K: Docking Cable Plug
Straight Plug - D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10 & F: Bulkhead

P:Pin S: Socket -

H: 4 Hole Square Flange

For Technical Details and Sales visit 5
www.probots.co.in or Call Ph: 8618050706



GX16 Bulkhead Socket Connector
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Material and Specifications
Coupling Threaded Coupling Termination Solder
Shell Material Zine Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C

Contact Material Copper (Silver plated/Gold) Cable Diameter D7.5mm- < OB Smm
Protection Degree P55
Core Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Core 8 Core
f A AP fo] oo A0 oo
Contact PR v ... s L Jee . .:.’i.. ...:......'. .. PR
Arrangement o 0 it A "9/ @ ‘e e 0,
Contact The i 5 . - 3 . .
Ditasbte Muibon $2.5°2 $2.5'3 $2.5'4 $2.5°5 $2.5'6 $2.5'7 $2.5'8
Rated Current(A) 7 7 5 | 5 a 4 4
Working Voltage
(AC,V,RMS) 250 250 250 250 250 250 250
Order P/N GX 16 A 5 P
Note:
Series J
A Straight Plug

Shell Size Diameter: 16

Straight Plug

Number of Contact:2/3/4/5/6/7/8/9/10 -

P:Pin S: Socket -

B: Panel Mount Socket
K: Docking Cable Plug

D: Angled Plug

E: 3 Hole Circular Flange

F: Bulkhead

H: 4 Hole Square Flange

For Technical Details and Sales visit
www.probots.co.in or Call Ph: 8618050706



GX16 Docking Cable Connector
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Material and Specifications

Coupling Threaded Coupling Termination Solder
Shell Material Zinc Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite . Temperature Range -20°0C ~ +85°%C
Contact Material Copper (Silver plated/Gald) Cable Diameter ®7.5mm- < O Smm
Protection Degree P55
Core Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Core 8 Core
Contact i .8 ..l S + . 1 ..:. e . :.... .:... + ...,.,....?.'.. ...'..é.... :
Arrangement Sy \_® _ -._' '_ * $ / LK ] | o,
Contact The . . . . . . .
Digeter Number $2.5°2 $2.5°3 $2.5%4 $2.5°5 $2.5%6 $2.5'7 $2.5'8
Rated Current(A) 7 7 5 5 4 4 4
Working Voltage
(AC,V,RMS) 250 250 250 250 250 250 250
Order P/N GX 16 A 5 P
Note:
Series J
A: Straight Plug

Shell Size Diameter: 16

Straight Plug -«

Number of Contact:2/3/4/5/6/7/8/9/10 -

P:- Pin S: Socket

B: Panel Mount Socket
K: Docking Cable Plug
D: Angled Plug

E: 3 Hole Circular Flange
F: Bulkhead

H: 4 Hole Square Flange

For Technical Details and Sales visit
www, probots.ce.in or Call Ph: 8618050706



GX16 Square Flange Connector
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Material and Specifications
Coupling Threaded Coupling Termination Solder
Shell Material | Zinc Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) Cable Diameter D7 5mm- < O8 Smm
Protection Degree PS5
Core Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Core 8 Core
: A ey A V3 B Cole Cole ole oloN
Contact gt " . | - 1 [ &8 ‘:‘ .. 1 ...:....‘.... I ‘oo 0
Arrangement G o " 8/ P o0 g0
Contact The . . » A . F .
Diismiter Niinber 9252 $2.5'3 $2.5°4 $2.5'5 $2.5'6 $2.5'7 $2.5'8
Rated Current(A) 7 7 5 5 4 4 4
Working Voltage
(AC,V,RMS) 250 250 250 250 250 250 250
Order P/N GX 16 A 5 P
Note:
Series 4—,
A: Straight Plug
Shell Size Diameter:16 - B: Panel Mount Socket
. K: Docking Cable Plug
Straight Plug D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10 - F: Bulkhead
H: 4 Hole Square Flange
P: Pin 5: Socket -%

For Technical Details and Sales visit g
www, probots.co.in or Call Ph: 8618050706



GX16 2 Holes Flange Connector
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Material and Specifications

Coupling Threaded Coupling Termination Solder
Shell Material Zinc Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) Cable Diameter O7 Smm- < O] 5mm
Protection Degree P55
Core Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Core 8 Core
Contact *-® - 9 : . .l ...-.._. i . :.t' :.'. [ N ,...,
Arrangement J =Y it A 4 b e ey e
Contact The . p . i . . .
Diamutes Musibes $2.52 $2.5°3 $2.5%4 $2.5°5 $2.5'6 $2.5°7 $2.5'8
Rated Current(A) 7 7 5 5 4 4 4
Working Voltage
(AC,V,RMS) 250 250 250 250 250 250 250
Order P/N GX 16 A 5
Note:
Senes J
A Straight Plug
Shell Size Diameter:16 <

Straight Plug -
Number of Contact:2/3/4/5/6/7/8/9/10 -

P:Pin S: Socket -

B: Panel Mount Socket
K: Docking Cable Plug
D: Angled Plug

E: 3 Hole Circular Flange
F: Bulkhead

H: 4 Hole Square Flange

For Technical Details and Sales visit
www,probots.co.in or Call Ph: 8618050706




Angled GX16 Connector
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Material and Specifications
Coupling | Threaded Coupling Termination Solder
Shell Material Zinc Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) Cable Diameter O7 Smm- < O] 5mm
Protection Degree P55
Core Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Core 8 Core
T i o 7 S e T _.-.*- ! ;-.
Contact - S ! b 4 ) - :. ?' ' :‘.'. y Y » . =
Arrangement ! =Y it A ' . ‘e e o,
Contact The . p . i . . .
Disssswter Nordber $2.5'2 $2.5°3 $2.5%4 $2.5°5 $2.5'6 $2.5'7 $2.5'8
Rated Current(A) 7 7 5 5 4 4 4
Working Voltage
(AC,V,RMS) 250 250 250 250 250 250 250
Order P/N GX 16 A 5 P
Note:
Senes J
A Straight Plug
Shell Size Diameter:16 <

Straight Plug %

Number of Contact:2/3/4/5/6/7/8/9/10 -

P:Pin S: Socket -

B: Panel Mount Socket

K: Docking Cable
D: Angled Plug

E: 3 Hole Circular
F: Bulkhead

Plug
Flange

H: 4 Hole Square Flange

For Technical Details and Sales visit
www.probots.co.in or Call Ph: 8618050706
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GX20 Connector
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Material and Specifications

Coupling Threaded Coupling Termination Solder
Shell Material Zine Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C

Contact Material Copper (Silver plated/Gold) _ Cable Diameter | < 09 Smm
| Protection Degree | P55

Core Number 2 Core 3Core 4 Core 5Core 6 Core 7 Core 8Core 9Core 10Core 12 Core

DV LAy ey | ey | ey | ol | o | a6 | ahen | 8
Contact | g : :.: = t .1 +} .....' o . ....... '.".'..' TI T .::..'.
armeement | [ [\ | N7 | NG [ | &7 | \elo/ [ \S887° | N7 | "5t

Contact The % 2 . i a z . 3 . .
Diameter, Number '¢'252 ¢253 $2.5%4 $2'5 Q}IEE é&1.2°7 &1.2°8 ¢|29 @12 10 ¢'2 12
Rated Current(A) 10 10 10 7 5 5 5 5 5 5
Working Voltage

(AC.V RMS) 400 400 400 400 400 400 400 400 400 400

Order P/N GX 20 A 5 P
Note:
Series 1—]

A: Straight Plug
B: Panel Mount Socket
K: Docking Cable Plug

Shell Size Diameter:2() <

Straight Plug ¢ D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10/11/12/13/14/15 == F: Bulkhead

H: 4 Hole Square Flange
P:Pin S:Socket %

For Technical Details and Sales visit 11
www. probots.co.in or Call Ph: 8618050706



GX20 Docking Cable Connector

#8174
o
1
]
|
|

ot
flod
_Mext
az2es

445
.
" | —
s B i ¥
1y
L 196 154
a6
Material and Specifications
Coupling | Threaded Coupling Termination Solder
Shell Material Zinc Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) | Cable Diameter < 09 Smm
Protection Degree IP55

Core Number 2 Core 3Core 4 Core 5Core 6 Core TCore 8Core 9Core 10Core 12Core

- - a o = - e = e %
el e (oo fele’ R e LI ] (LX) L o8
Contact Lgie-t =1t | tste | To st | totst | 1299 ‘e gm. e Y'Y L0
Arangement | \ 7/ [ N8 /| AN/ IS99 | 092 | Nele/! | Negs/ [\ese/ | Aate/i | 0

Contact The . : . i i 2 . % . '
Dismetor Number | 12572 | #2573 | 925 | 925 | 9126 | 41277 | 9129 | 129 | 12710 | $1.2°12
Rated Current(A) 10 10 10 7 5 5 5 5 5 5
Working Voltage

(AC.V RMS) 400 400 400 400 400 400 400 400 400 400

Order P/N GX 20 A 5 P
Note:
Series 1—]
€ A: Straight Plug
Shell Size Diameter:2() €—

B: Panel Mount Socket

K: Docking Cable Plug

Straight Plug % D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10/11/12/13/14/15 == F: Bulkhead

H: 4 Hole Square Flange

P:Pin S:Socket %

For Technical Details and Sales visit 12
www.probots.co.in or Call Ph: 8618050706



GX20 Circular Flange Connector

Material and Specifications

Coupling Threaded Coupling Termination Solder
Shell Material Zine Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) Cable Diameter < 19 5mm
Protection Degree P55
Core Number 2Core  3Core 4Core @ 5Core 6Core 7Core 8Core 9Core 10Core 12 Core
roma A R VO DY VA AW RO O FO O O O FO AN M DR WA D I 2
Arrangement Sl B 9 ole N2 A L &o Y e e/ | e e
Contact The 8252 | 4253  $2.5% $2°5 $1.2°6 | $1.2°7 | $1.2'8 | $1.2'9 | $1.2°10  ¢$1.2'12
Diameter, Number ’ ' ' ’
Rated Current(A) 10 10 10 7 5 5 5 5 5 5
Working Voltage
(AC.V RMS) 400 400 400 400 400 400 400 400 400 400
Order P/N GX 20 A 5 P
Note:
Series 1-'
A: Straight Plug

Shell Size Diameter:2() <€—

Number of Contact:2/3/4/5/6/7/8/9/10/11/12/13/14/15 -

P:Pin S:Socket %

Straight Plug %

B: Panel Mount Socket
K: Docking Cable Plug
D: Angled Plug

E: 3 Hole Circular Flange
F: Bulkhead

H: 4 Hole Square Flange

For Technical Details and Sales visit
www. probots.co.in or Call Ph: 8618050706
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GX25 Docking Cable Connector
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Material and Specifications

P:Pin S: Socket -

Coupling Threaded Coupling Termination Solder
Shell Material Zine Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) Cable Diameter <®11.5mm
Protection Degree P55
Core Number 2Core 3Core 4Core 5Core 6Core 7Core 8Core 9Core 10Core 11 Core 12 Core
Contact ] ' l t :-— . .c \ ol ole Jew foe . .;' / -.'.‘o. . % '.‘.
Arrangement Tl ’ U/ _'..'l' 81 R .; . ':.. "?: .':: :f‘“‘t' ..".'.",." . =:=..,.. ':':'
Diameter, Number
Rated Current{A) 25 25 25 15 15 15 10 T T 5 5
Working Voltage 4 4 4 4 4 4 4 4 4
(AC.V.RMS) 00 00 00 400 00 400 00 00 00 00 00
Order P/N GX 25 A 5 P
Note:
Series 4J
LB ) A: Straight Plug
: K: Docking Cable Plug
Straight Plug % D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10/11/12/13/14/15 <= F: Bulkhead

H: 4 Hole Square Flange

For Technical Details and Sales visit
www.probots.co.in or Call Ph: 8618050706
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GX25 Reverse Connector
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Material and Specifications

Coupling Threaded Coupling Termination Solder
Shell Material Zine Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) Cable Diameter <®11.5mm
Protection Degree P55
Core Number 2Core 3Core 4Core 5Core 6Core 7Core 8Core 9Core 10Core 11 Core 12 Core
e L AR TN AR A O A RO T RS OA RO R SIS
Contact The | 4355 | 43.5°3 | ¢3.5°4 | $3'5 | 43'6 | 637 | $3'8 | 29 | 42°10  $1.5'11 $1.512
Diameter, Number ' ' ; ]
Rated Current(A) 25 25 25 15 15 15 10 T T 5 5
Working Voltage 4 4 4 4 4 4 4 4
(AC.V.RMS) 00 00 00 400 00 400 400 00 00 00 00
Order P/N GX 25 A 5 P
Note:
Series 4J
LB _ A: Straight Plug
: K: Docking Cable Plug
Straight Plug % D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10/11/12/13/14/15 == F: Bulkhead

P:Pin S: Socket -

H: 4 Hole Square Flange

For Technical Details and Sales visit

www.probots.ce.in or Call Ph: 8618050706
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GX25 Circular Flange Connector
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Coupling Threaded Coupling Termination Solder
Shell Material Zine Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) - Cable Diameter | <®11.5mm
| Protection Degree | P55

Core Number 2Core  3Core | 4Core S5Core 6Core 7TCorc 8Core 9Core | 10Core 11 Core | 12 Core

- - e . . T P s e ay .-:-. __.1-..‘
‘. e Cate\ | feia) LR L b jeee. eee Y e e

Contact Attt | et | s | e | A= | 4488 | T8-4-01- | teein-et- | {eeinet --.'.*.'..- Cee
Arrangement / . \ %/ o/ | et | \sle ol o EEL | heee .o %o le”

Contact The . " , . . . . ‘ o s .
Diameter Number| #3572 | #3573 | 3.5 | 435 | 43'6 | 437 | $3'8 | 42'9 | $2'10 | $1.5°11) $1.5%12
Rated Current(A) 25 25 25 15 15 15 10 T 7 o 5
Working Voltage

(AC.V.RMS) 400 400 400 400 400 400 400 400 400 400 400
Order P/N GX 25 A 5 P

Note:
Series 4J
LB ) A: Straight Plug
: K: Docking Cable Plug
Straight Plug ¢ D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10/11/12/13/14/15 - F: Bulkhead
H: 4 Hole Square Flange
P:Pin S: Socket %

For Technical Details and Sales visit

16
www.probots.co.in or Call Ph: 8618050706



GX30 Docking Cable Connector
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Material and Specifications
Coupling . Threaded Coupling Termination Solder
Shell Material Zine Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) Cable Diameter < ®13.5mm
Protection Degree IP55

Core Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Core 8 Core 10 Core 12 Core | 14 Core

i fee foin aie P it e,

Contact ) ‘ol e Lola\

® 1 !t i
Leee 4t D 1 e Sogtgt e e PSS Ceeee ..-E.E.:..f, .:..’.:“
ﬁm‘angcmcnt X S B \ e s . ¥, Nt B, p e it ey el A =t
4 “h k= I it S 5 i L5 v

mﬁiﬁtﬁm $3.5°2 | $3.5'3 | 9357 | $3.5°5 | 936 $3'7 $3'8 | $25°10 | $2.5°12 | $2.5"14

Rated Current(A) 25 25 25 | 26 | 20 20 | 20 15 15 | 15
Working Voliage |
(AC,V,RMS) 500 500 500 500 500 400 400 400 400 400
Order P/N GX 30 A 5 P
Note:
Series <—I
A: Straight Plug
Shell Size Diameter:30 B: Panel Mount Socket
. K: Docking Cable Plug
Straight Plug < D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10/11/12/13/14 - F: Bulkhead
H: 4 Hole Square Flange
P:Pin S:Socket -

For Technical Details and Sales visit 17
www. probots.co.in or Call Ph: 8618050706



GX30 Reverse Connector
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Material and Specifications
Coupling | Threaded Coupling Termination Solder
Shell Material Zinc Alloy with Nickel plated Mating Cycle 500 Times
Insert Material Bakelite Temperature Range -20°C ~ +85°C
Contact Material Copper (Silver plated/Gold) _ Cable Diameter <dI13.5mm
Protection Degree P55

Core Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Care 8Core  10Core @ 12 Core | 14 Core

+- e, e P P a - B R

Contact A ‘ele)

- -
f ot LI ] = 1LY # b L Lol
} lew & 8 e f h f-agm LR (P | fesn)
Il E ¥ AT e | o v bl B St BE 18 .._..’.. & e ESE. Y .!.i. . - EEEET i P
Arrangement \ } . , oo \ T 28 Vale i) \asiaf aew Yy,
\, .' g B EpA " L, L el St . 7 e -w

_ | | | . .
Dﬁ’x‘;ﬁim $3.52 | $3.5°3 | $3.5'9 8355 | $3'6 | 637 | 838 | $25'10 $25'12 $2.5'14

Rated Current(A)| 25 25 25 25 20 20 | 20 | 15 6 | 15
Warkay 18| oo | 500 500 500 | 500 400 400 400 | 400 | 400
(AC,V,RMS)
Order P/N GX 30 A 5 P
Note:
Seres d:r
A: Straight Plug
Shell Size Diameter:30 <= B: Panel Mount Socket
' K: Docking Cable Plug
Straight Plug < D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10/11/12/13/14 - F: Bulkhead

H: 4 Hole Square Flange
P:Pin S:Socket -

For Technical Details and Sales visit
www.probots.co.in or Call Ph: 8618050706 18



GX30 Circular Flange Connector
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Material and Specifications

Coupling Threaded Coupling Termination Solder
Shell Material Zine Alloy with Nickel plated | Mating Cycle 500 Times
Insert Material Bakelite | Temperature Range -20°C ~ +85°C

Contact Material Copper (Silver plated/Gold) . Cable Diameter | < @13 5mm
| | Protection Degree | [P55

Core Number 2 Core 3 Core 4 Core 5 Core 6 Core 7 Core £Core  10Core @ 12 Core | 14 Core

- v - S P o, ) 5 o | e
Contact { \ L RE B feleh LI Fata | ey ] LA feaal fotsy | [fose)
1....1...7. B | .-..,-..... T ....._.-.- i ..l-....a.i:. el B R LR et | pame ‘}--
Armngement | \°T%F7 | TTR0F | oy | w5 | NOLW | bl | Nefe/) | b | Negsd | Ve
o o o S R e o ety | o et

Dfﬂ“ﬁ:;‘ﬁm $3.5'2 | $3.5°3 | $3.5'4 8355 | 836 | 637 | 838 | 625710 $25'12 $2.5'14

| : | | | | |

Rated Current(A) 25 | 25 25 25 20 20 | 2 | 15 5 | 15
| | | \ | | |
Working Voltage
(AC.V.RMS) 500 500 500 500 500 400 400 400 400 400
Order P/N GX 30 A S5 P
Note:
Series d:r
L. s A: Straight Plug
Shell Size Diameter 30 ——— B: Panel Mount Socket
. K: Docking Cable Plug
Straight Plug - D: Angled Plug
E: 3 Hole Circular Flange
Number of Contact:2/3/4/5/6/7/8/9/10/11/12/13/14 % F: Bulkhead

H: 4 Hole Square Flange
P:Pin S:Socket -

For Technical Details and Sales visit
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